LV POWER CABLE JOINTS AND TERMINATIONS

Terminations for Armoured Multi Core Polymeric Insulated

Cables

The kit consists of heat shrink insulating tubes, adhesive lined sealing
tube and four-finger breakouts. The hot-melt adhesive ensures the
perfect sealing of the joint. Earthing kit is included

CENELECHD 623, CEI EN 50393

indoor terminations

Tensioni Sezioni cavi Numero di fasi Riferimento prodotto Tipo di cavo Altezza
Voltage Cable Range Number of core Ordering info Cable type available: Height
Uo/U/Umax (mm?2) x: Not armoured (mm)
(kV) z: Armoured

1,5/6 4 ETTIS0151Z z 500

10/16 4 ETTIS0152Z z 500

0,6/1/12 16/35 4 ETTIS0153Z z 500

35/70 4 ETTIS0154Z z 500

95/150 4 ETTIS0155Z z 500

150/300 4 ETTIS 0156 Z z 500

outdoor terminations
Tensioni Sezioni cavi Numero di fasi Riferimento prodotto Tipo di cavo Altezza
Voltage Cable Range Number of core Ordering info Cable type available: Height
Uo/U/Umax (mm?2) x: Not armoured (mm)
(kV) z: Armoured

1,5/6 4 ETTES 0151Z z 1500

10/16 4 ETTES 0152Z z 1500

0,6/1/12 16/35 4 ETTES 0153 Z z 1500

35/70 4 ETTES 0154 Z z 1500

95/150 4 ETTES 0155Z z 1500

150/300 4 ETTES 0156 Z z 1500




