HEAT SHRINKABLE JOINTS for MV polymeric cables

Joint for transition from 3 core to 1 core cables

The kit consists of stress control, double wall insulating-
semiconducting heat shrink tubes, and adhesive lined protective
heat shrink tubes and breakout. The hot-melt adhesive ensures
the perfect sealing of the joint.

Compliant with standards
CENELEC HD 629.1 S2, CEl 20-62/1

List of kits available for use with crimp connectors. Connectors not included.

16/35 ET GLT 1265ET 035 01 O XorZ WaN 900
50/70 ET GLT 1265ET 070 01 O XorzZ WaN 900

635/11/12 95/240 ET GLT 1265ET 240 01 O XorZ WeN 900

300 ET GLT 1265ET 30001 O XorZ WaN 1000

400/500 ET GLT 1265ET 500 0 O XorZ WaN 1000

25/50 ET GLT 1765ET 050 O O XorzZ WeN 1000

70/240 ET GLT 1765ET 240 0 O XorzZ WaN 1000

8,7115/175 300 ET GLT 1765ET 3000 O XorZ W&N 1000

ET GLT 65E 400/500 ET GLT 1765ET 500 0 O XorzZ W&N 1000
25/50 ET GLT 2465ET 0500 O XorzZ WaN 1000

70/240 ET GLT 2465ET 24001 00 XorzZ WaN 1000

12/20/24 300 ET GLT 2465ET 30001 O0 XorZ W &N 1000

400 ET GLT 2465ET 40001 O Xorz WaN 1000

25/95 ET GLT 3665ET 09501 O XorzZ WaN 1100

120/240 ET GLT 3665ET 24001 O XorZ WaN 1100

19/33(36 300 ET GLT 3665E T 300 0 O Xorz W&N 1100

400 ETGLT 3665ET 4000 00 XorZ W&N 1100




