HEAT SHRINKABLE JOINTS for MV paper insulated (PILC) cables

Joint kit for 3 core BELTED (non-radial field) or SCREENED (radial field) cables

The kit consists of heat shrink tubes, transparent oil barrier, stress
control, insulating, double wall insulating-semiconducting,
semiconducting sleeve and breakout, and adhesive lined
protective heat shrink tubes. The hot-melt adhesive ensures
the perfect sealing of the joint. The mechanical protection
of armoured cable joint is restored by a metallic joint case
(canister).

Compliant with standards
CENELECHD 629.2 S2, CEl 20-62/2

List of kits available for unarmoured cable for use with crimp connectors. Connectors not included.

16/35 ET GLC 1263ET 035 00 XorZ na. 1500 or 1900

50/95 ET GLC 1263ET 095 O XorzZ na. 1600 or 2000

6,3a/11/12 120/185 ET GLC 1263ET 185 00 XorZ na. 1600 or 2000

240/400 ET GLC 1263E T 400 OI XorZ na. 1900 or 2300

16/35 ET GLC 1763ET 035 O XorZ na. 1800 or 2000

e 50/95 ET GLC 1763ET 095 I XorzZ na. 1900 or 2100
87115175 120/185 ETGLC 1763ET 185 I Xorz na. 1900 or 2100

2407400 ET GLC 1763E T 400 OI XorzZ na. 2000 or 2200

35/95 ET GLC 3663ET 095 I XorZ na. 2000 or 2500

19/33/36 120/240 ET GLC 3663ET 240 I XorZ na. 2100 or 2500

300/400 ET GLC 3663ET 400 O XorZ na. 2100 or 2500




