HEAT SHRINKABLE TERMINATIONS for MV paper insulated (PILC) cables

Outdoor termination for 3 core (armoured or non armoured) BELTED (non-
radial field) or SCREENED (radial field) cable

Thekitconsistsoftransparentoil barrier,stress control,antitracking,and semiconductive
heat shrinkable sleeves, semiconductive breakout, and rain sheds. The use of self-
bonding tape guarantees a perfect sealing of the termination.

Compliant with standards
CENELEC HD 629.2 S2, CEl 20-62/2
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Three Core Screened Paper

List of available kits suitable for crimp lugs. Lugs not included.

16/50 ETTEC 1256ET 050 OO XorZ na. 650 5
70/150 ETTEC 1256ET 150 O XorZ na. 650 2

53511712 185/240 ETTEC 1256E T 240 O Xorz na. 650 5

185/400 ETTEC 1256ET 400 O XorZ na. 650 2

16/35 ETTEC 1756ET 035 O XorzZ na. 850 2

50/95 ETTEC 1756ET 095 O XorZ na. 850 2

82515 120/240 ETTEC 1756E T 240 O0 XorzZ na. 850 5

185/400 ETTEC 1756ET 400 O XorZ na. 850 2

A2 25/70 ETTEC 2456ET 070 O XorzZ na. 850 3
TR 95/240 ETTEC 2456ET 240 O XorZ na. 850 3

300/400 ETTEC 2456ET 400 O XorZ na. 850 3

50/95 ETTEC 3656ET 095 O0 XorzZ na. 1200 4

70/185 ETTEC 3656ET 185 O XorZ na. 1200 4

BEEIEE 120/240 ETTEC 3656ET 240 O XorZ na. 1200 4

150/300 ETTEC 3656E T 300 O0 XorZ na. 1200 4

300/400 ETTEC 3656ET 400 O Xorz na. 1200 4




