RESIN JOINTS for MV polymeric cables

Resin injected joint for 1 core cable

The kit consists of self-bonding tapes with high dielectric
properties, polyurethane resin, and room temperature hardener
for the outer protection.

Compliant with standards
CENELEC HD 629.1 S2, CEl 20-62/1

List of kits available for use with crimp connectors. Connectors not included

50 EB GLS 0762 U 050 [0 [ X w &N 600
95 EBGLS 0762U 0950 O 5% W &N 600

150 EBGLS 0762U 150 0 O X wanN 600

3,6/6/7,2 240 EBGLS 0762U 2400 00 X weN 600
300 EBGLS 0762U 3000 0 X weN 600

400 EBGLS 0762 U 4000 O X weN 600

630 EBGLS 0762U 63000 X waN 600

50 EBGLS 1062U 050 0 O X w&N 650

95 EB GLS 1062U 095 0 O X waN 650

150 EBGLS 1062U 150 0 O X W&N 650

6/10/12 240 EBGLS 1062U 24000 X W&N 650
300 EBGLS 1062U 3000 O X W &N 650

400 EB GLS 1062 U 400 0 O X W&N 650

630 EBGLS 1062U 6300 00 X W &N 650

50 EBGLS 1762U 050 00 O X W&N 700

95 EBGLS1762U 0950 00 X W &N 700

150 EBGLS1762U 150 0 O X W&N 700

EBGLS 62 87/15/17.,5 240 EBGLS 1762U 240001 X W &N 700
300 EBGLS 1762U 30000 X W&N 700

400 EBGLS 1762U 4000 0 X W &N 700

630 EBGLS1762U 63000 X W&N 700

50 EBGLS2462U 0500 01 X W &N 700

95 EBGLS 2462U 0950 00 X W&N 700

150 EBGLS2462U 1500 O X W &N 700

12/20/24 240 EB GLS 2462U 2400 00 X W&N 700
300 EB GLS 2462 U 3000 O % 2N 700

400 EB GLS 2462 U 4000 O X we&N 700

630 EB GLS 2462 U 630 0 O X 2N 700

50 EB GLS 3062 U 050 0 O X W &N 800

95 EB GLS 3062 U 095 00 O X W &N 800

150 EBGLS3062U 1500 O X W &N 800

18/30/36 240 EB GLS 3062 U 2400 O % W &N 800
300 EBGLS 3062U 3000 O X W &N 800

400 EB GLS 3062 U 400 00 O X W &N 800

630 EBGLS 3062U 6300 O X W &N 800




