High Voltage Fuses VvPa Type French Standard

General information ¢ O6wa nipopmauus

Type: VvPa
Class HV back-up
Standard UTE C64-210 / IEC 60282-1
Pin strike Yes
Application indoor/outdoor
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Rated . Breakin
Order No. voltage Rated current Length Diameter capacity g Weight
Type
VWwPa kV A L.mm D, mm 11, kKA kg.
259 55 40 14
VvPa 12kV 10A 55/259 1310010 12 259 55 40 1.4
259 5 40 14
VvPa 12kV 20A 55/259 1310020 12 259 55 40 1.4
: 259 55 40 14
VvPa 12kV 32A 55/259 1310032 12 259 55 40 1.4
259 55 40 1.4
VvPa 12kV 50A 55/259 1310050 12 259 55 40 1.4
i 259 55 40 1.4
VvPa 24/36kV 2A 55/520 1320002 24/36 2 520 55 40 2.7
4 520 55 40 2,
VvPa 24/36kV 6,3A 55/520 1320006 24/36 6.3 520 55 40 2.7
0] 520 55 40 27
VvPa 24/36kV 16A 55/520 1320016 24/36 16 520 55 40 2.7
. 20 520 55 40 7
VvPa 24/36kV 25A 55/520 1320025 24/36 25 520 55 40 2.7
32 - 520 55 40 2.7
VvPa 24/36kV 40A 55/520 1320040 24/36 40 520 55 40 2.7
D50 520 55 40 77
VvPa 24/36kV 64A 55/520 1320064 24/36 64 520 55 40 2.7
2 585 54 20 30
VvPa 36kV 4A 54/585 1335004 36 4 585 54 20 3.0
G 585 54 20 30
VvPa 36kV 10A 54/585 1335010 36 10 585 54 20 3.0
16 585 54 20 30
VvPa 36kV 20A 54/585 1335020 36 20 585 54 20 3.0
125] 585 54 20 3.0
VvPa 36kV 32A 54/585 1335032 36 32 585 54 20 3.0
40 585 54 20 3.0
VvPa 36kV 50A 54/585 1335050 36 50 585 54 20 3.0
64 585 54 20 3.0

Note: The fuse-links are available with a temperature limiting striker or without a striker




