On-load Disconnecting Switches for indoor vertical mounting

General information

Type:
Class
Standard
Earthing
Mounting
Insulators
Operation

Tipology * Tunonorus

RMM

air insulated

IEC 62271-102, I[EC 60265, I[EC 60694

Yes
indoor, vertical
epoxy resin

Manual hand drive RLZ 15

RMM On-load Switch
RMMZk On-load switch with earthing cable side
RMMP On-load switch with with fuse holders
RMMZkP On-load switch with earthing cable side with fuse holders
Test Voltage
AC 50Hz Impulse 1,2/50ps
Order No Rated | Rated Short time Peak bet\ﬁeen i - bet\tl!een i " _
Type voltage | current current current | ourrent-carry ctWecr current=carry CIWGC) Weight
ing partsand | open contacts | ing partsand | open contacts
earth earth
Unit kv A kAeff kAmax kv kv kv kv kg
40 35 45 75 85 29
7112400 12 400 16 40 35 45 75 85 29
40 35 45 75 85 29
7212200 12 200 16 40 35 45 75 85 33
RMMZk 20 35 45 75 85 33
7212630 12 630 16 40 35 45 75 85 33
40 35 45 75 85 40
7312400 12 400 16 40 35 45 75 85 40
40 35 45 75 85 40
7412200 12 200 16 40 35 45 75 85 45
RMMZKE & 35 45 75 85 45
7412630 12 630 16 40 35 45 75 85 45
40 55 75 125 145 42
7124400 24 400 16 40 55 75 125 145 42
40 55 75 125 145 42
7224200 24 200 16 40 55 75 125 145 52
RMMZK 40 55 75 125 145 52
7224630 24 630 16 40 55 75 125 145 52
40 55 75 125 145 65
7324400 24 400 16 40 55 75 125 145 65
40 55 75 125 145 65
7424200 24 200 16 40 55 75 125 145 78
Bz 40 55 75 125 145 78
7424630 24 630 16 40 55 75 125 145 78
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RMMZkP

Dimensions
KV a b bn c e |t [ h [ 1T [ I | m n
mm
600 660 840 295 610 630 1000 400 400
24 275 360 760 690 1120 445 800 840 1380 600 485
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