Outdoor Horizontal Disconnecting Switches

General information

Type: ROS POC
Class air insulated
Standard IEC 62271-102
Earthing No He
Mounting outdoor, horizontal
Insulators porcelain, sillicon
Operation Manual hand drive RLZ 31
Tipology
ROS POC Switch
Test Voltage i3numBamearo HanpekeHue
AC npomeHauBo 50Hz Impulse umnyacHo 1,2/50ps
Order No Rated | Rated Short time Peak bet\t/veen - bet\tlveen -
Type voltage | current current current | ourrent-carry- ctyecTl clreniGarry CIWGET) Weight
ing partsand | open contacts | ingpartsand | open contacts
earth earth
Unit kv A kAeff kAmax kv kv kv kv kg
7 16 40 35 45 | 75 85 [ 100
7012400 16 40 35 45 75 85 | 100
/¢ 16 40 35 45 | 75 85 | 100
7024200 16 40 55 75 125 145 150
16 40 55 75 | 125 145 | 150
7024630 16 40 55 75 , 125 145 | 150
703¢ 16 40 75 100 | 170 195 | 200
7036400 16 40 75 100 170 195 200
16 40 75 100 | 170 195 | 200
ROS
c
ROS Dimensions
KV a | b I C | e | h | i
mm
| 450 | 170 | 410 [ 1070 | 710 | 820
24 645 | 170 = 410 | 1464 820 & 930
| 1000 @ 170 @ 410 | 2170 = 985 | 1105




