Transformer Bushing Insulators

General information

Type: PRTO, NF
Glaze colour Brown
Material porcelain
Dimensions DIN 42530
Testing IEC 60137, [EC 62155
Application Low voltage overhead distribution lines
Technical Data Dimensions
Wet Power
Creepage | Freq. With- | Lightning
Order No Distance |stand Voltage|Impulse With- ’
Type satnd Voltage| "9 w1 n b | d | 41 | d2 | @3 | a | b
mm kv kv kg mm
9662501 - 9 26 0.15 70 45 50 27 14 : : - -
9666301 - 9 26 0.40 80 55 70 43 22 - - - |-
19661001 = 9 26 0.65 85 55 90 53 S - - e
9662001 - 9 26 0.90 85 55 | 104 | 66 44 - - - -
‘ = 2 26 1.20 85 55 | 125 | 86 50 - - = | =
- - - 0.12 30 20 60 50 30 26 - 50 20
- - - 0.20 30 20 85 70 46 41 - 70 | 28
9661002 - - - 0.42 35 25 | 110 | 90 57 46 - 90 37
9662002 : - 5 050 | 35 25 | 125 | 104 | 70 @ 64 - 104 | 51
9663152 - - - 0.60 35 25 | 150 | 125 | 90 80 - 125 | 61
. 9651203 250 28 7 3500 | 295 65 | 140 | 110 | 74 33 42 2 | 15
9651603 250 28 75 4000 | 295 | 65 | 150 128 & 88 39 50 30 24
9652203 480 50 125 | 5000 | 385 | 80 | 155 | 110 | 74 33 42 2 | 15
9652603 480 50 125 6000 | 385 | 80 | 165 128 88 39 50 30 24
9653203 720 70 170 6500 | 485 | 80 | 155 110 | 74 33 42 2 | 15
30 NF 630 9653603 720 70 170 8500 | 510 | 100 | 180 | 128 | 88 39 50 30 24
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Note: All insulators can be produced upon customer's special request




